
 


	Text11: Certificate of Conformance
	Text12: 
	0: 
	0: Date:
	3: 
	2: 
	0: 
	0: 
	0: Item:
	1: Specification:

	1: 
	0: 
	0: 
	0: DURAMAX
	1: DURAMAX
	2: DURAMAX
	3: DURAMAX


	1: 
	0: 
	0: AWS A5.1
	1: AWS A5.1
	2: AWS A5.1
	3: AWS A5.1







	1: 
	0: 9/24/2018
	3: 
	2: 
	0: 
	0: 
	0: 
	1: 

	1: 
	0: 
	0: 
	0: DM6022 3/32
	1: DM6022 1/8
	2: DM6022 5/32
	3: DM6022 3/16


	1: 
	0: 
	0: ASME Sec. II Part C 2017 : SFA 5.1 E 6022
	1: ASME Sec. II Part C 2017 : SFA 5.1 E 6022
	2: ASME Sec. II Part C 2017 : SFA 5.1 E 6022
	3: ASME Sec. II Part C 2017 : SFA 5.1 E 6022








	Text13: 
	0: The undersigned hereby certifies that:
	1: When the above cited product requires material test reports, the undersigned further certifies that:

	Text14: 
	0: All DM6022 items furnished are in full compliance with AWS A5.1 Specifications.
	1: The test reports(s) supplied represent the actual attributes of the item(s) furnished and the test results are in full compliance with all applicable specifications and purchase order requirements.

	Text17: 
	0: 
	0: John Stelmach
	1: Signature of Authorized Representative

	1: 
	0: John Stelmach / Operations Manager
	1: Printed Name / Title


	Text15: DuraMax Company, Inc.
103 Queens Drive
King of Prussia, Pa 19406
484-808-4200 phone
800-692-5930 toll free
www.duramaxwelding.com
	Text2: 
	0: 
	0: DURAMAX E6022 is a MEDIUM HEAVY COATED, IRON OXIDE TYPE ELECTRODE for single pass, high speed high current welding of grove welds in flat position.  Smooth and Easy control Arc. DM6022 has excellent strike and re-strike, with low spatter.




